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Piston PlungerDiaphragm
PageN.O.

series

MCT

MJT

MRJ

MUST

MUT

MZT

MUA

N,V

N,J,V,Z

N

N,J,V

N,J,V

N,V

V

1/4~3/4

1/8~3/8

1/8~3/8

1/8~3/4

1/4,3/8

0.10~0.80

0.10~0.42

0.10~0.31

0.02~0.80

0.02~0.31

0.08~0.80

0.1~0.12

2-6

2-11

2-11

2-17

2-18

2-24

2-28

―

―

Selector table ※ Seal-code   NBR,  EPDM,  VITON,  PTFE, TEFLON,  RUBY, FFKM,  Silicon N J V P T R Z S

S.S.#303

Brass

Brass

Brass

Forged brass

Forged brass

Forged brass

2
/2

 W
A

Y
3

/2
 W

A
Y

MBS

MBD

MCS

MED

MEP

MGA

MGS

MGD

MJS

MJR

MPD

MPK

MRB

MRC

MUSC

MUSD

MWA

MWH

MWS

MWD

MWK

MYA

MYS

MZS

MUD

MUS-8/10

MUDC

MSUS

MUAO

MUW

MUW-NO

MUW-F

MUG

MUV

MUAW

MUS

MUS-F

MSUW

MSUW-F

MUPS

MXAD

MXAD-AF

MXBD

MXCD

MXPV

S.S.#303

S.S.#316

S.S.#316

S.S.#316

S.S.#SCS14

FC-20

FC-20

N,J,V,T

N,J,V

N,J,V

N,J,V

N,J,V

N,J,V

N,J,V

N,J,V

N,J,V

N,J,V

N,J,V

N,J,V

N,J,V

N

N

N

N

N

N

N

V

T

T

N,J,V,Z,T,R

N,J,V,Z

N,V,S,P

N,V,S

N,V,S

N,V,S

N,V,S

N,V,S,P

P

P

P

P

T

N,J,V,T,Z,R

N,V

N

N

1/8,1/4

1/4~1/2

1/4~3/4

1/4~1/2

3/8,1/2

3/8,1/2

3/8,1/2

3/8~2

1/2~1

1/2~1

1/8,1/4

1/8~3/8

1/8~3/8

1/2

3/8~2

3/8~2

3/8~2

3/8~2

3/8~2

3/8,1/2

3/8,1/2

3/8~3/4

1/8~3/8

1/4,3/8

1/4~1

1/8~2

1/4~1/2

3/8~2

3/8~2

1 1/4~4

3/8~2

3/8~2

1/2~2

1/2~2

1 1/4~4

1/2~2

1/2~2

1/2~1

3/8~1/2

3/8~2

3/8~1/2

3/8~1/2

3/8~1/2

0.03~0.18

0.14~0.95

0.12~1.30

1.3~2.2

1.8~2.2

1.9~2.6

1.9~2.6

2.0~31

0.10~0.42

0.10~0.42

4~11

4~11

0.05~0.09

0.10~0.31

0.03~1.30

2.0

3.0~31

3.0~31

3.0~31

3.0~31

3.0~31

1.9~2.6

1.9~2.6

0.12~0.83

0.23~0.58

0.23~0.58

0.28~4

0.23~48

2.5

2.4~48

4.5~48

22~180

2.4~48

2.4~48

4~48

17~50

22~175

4.5~48

4.5~48

4~12

0.26~0.97

4.5~48

0.23~0.79

2.4~2.7

4.5~9.3

2-3

2-4

2-5

2-7

2-8

2-9

2-9

2-10

2-11

2-11

2-13

2-13

2-14

2-14

2-15

2-16

2-19

2-19

2-19

2-21

2-21

2-22

2-22

2-23

2-27

2-27

2-29

2-30

2-32

2-33

2-34

2-35

2-36

2-36

2-37

2-38

2-38

2-39

2-40

2-41

2-42

2-43

2-44

2-45

2-46

―

―

PVC/PTEF

Forged brass

Forged brass

Forged brass

Forged brass

Forged brass

Forged brass

Forged brass

Forged brass

Forged brass

Forged brass

Forged brass

Forged brass

Forged brass

Forged brass

Forged brass

Forged brass

Forged brass

Forged brass

Forged brass

Brass

Steel

Brass

Brass

Brass

PA(Nylon)

PA(Nylon)

Brass

Brass

Brass

Brass

Brass

Brass

Hydrochioric acid, suifuric acid

N.C. CVModel
Water / Air Hot water Steam Light oil Heavy oil Gas Vaccum Body Seal

Port size
Fluid MaterialInside structure

Piston PlungerDiaphragm
PageN.O.

Forged brass

Forged brass

Forged brass

Forged brass

Forged brass

N,J,V,S

N,J,V,S

N,J,V,S

N,J,V,S

N,V

M*
2/2, 3/2 WAY SOLENOID VALVE

MBS series
2/2 WAY N.C. PLUNGER TYPE SOLENOID VALVE

Specification

Order example

Available fluid: Air, gas, water, vacuum, oil etc.

※1. When the seal material is (T) TEFLON, the valve has slight leakage.

※2. Explosion-Proof (2E) coil with LED (D) plug is not applicable.

MBS－03－2－N－2－D－AC110

MODEL CODE

PLUG

IP65 waterproof coil

Continuous cycle, 100% ED

Ex coil is EExmⅡT4 or EEx ia ⅡC T6 PTB approval.

Ambient temp.:-15～50℃

Voltage tolerance: ±8%

Installing position is free. (You'd better put the         coil upright.)

22/2 N.C.

Model MBS: Brass body, mini 2/2 way N.C. 

Code
(PIPE)

G

1

2

3

4

5

03(1/8)
06(1/4)

Fig.
no.

Mat'l

Seal  Body
Coil

Orifice
mm

N
、
J
、
V
、
T

C

2
、
3
、
2E

1.0

1.2

1.6

2.0

2.4

Coil 2 Coil 3/2E

Temp.℃

N J V T N J V  T

Max. O.P.D. bar (Min. 0 bar)

Coil 2 Coil 3 Coil 2E

AC     DC      AC      DC     AC    DC    

30

24

16

13

10

20

16

12

10

7

40

35

30

25

20

30

24

12

10

7

20

16

10

7

5

Cv

0.03

0.05

0.09

0.14

0.18
-210

VAC.
torr

-310

03: 1/8
06: 1/4

1, 2, 3, 4, 5 N: NBR
J: EPDM
V: VITON
T: TEFLON (※1)

FIG.

□: DIN
D: LED
G: 1/2" NPT
Y: 2 wires

2: #2
3: Bigger
2E: Explosion-Proof (※2)

COILSEAL MAT'L

-5

80

-5

80

-10

120

-10

155

-10

90

Model MBS

Code
Dimension (mm) 06

D

H

H'

L

M

W

N.W.(Kg)

50

57

51

□22

15

50

61

51

33

11.2

23

0.15

Dimensions

M3x0.5

WM

L 2-G1/8, G1/4

D

H
'

H

2 3 2E

AC 50/60Hz(VA) 

DC(W)

8.5/6.9

5.1

8/6

6.8

4.8

5.2

Power consumption

Coil power

VOLTAGE

AC220V(50/60)Hz
AC110V(50/60)Hz

DC24V

1

03
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