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Note: 1. Grade TU filters after desiccant air dryer is for particle removal. Must be installed reversely and auto drain is unnecessary.

          2. Grade HC filters is for oil vapor and odor removal. Auto drain and differential pressure gauge are not required.
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Operating scope: ● Max. operating temp.: 60℃(High temp. is also available)        ● Max. differential pressure: 0.6barG

Material: Ported: ● Aluminum              ● Flanged: Carbon steel

Optional: ● Auto drain:”D” (Pressure is higher than 10 barG needs prior notice)     ● Differential pressure gauge:”G”

Customize: ● Stainless steel:”P”         ● High pressure: H1(11~20barG); H2(21~30barG); H3(31~40barG); H4(41~50barG)

Element Replacement: Replace every 1 year or earlier if the differential pressure gauge changes to red. Activated carbon elements

                                         should be changed after 1000 hours operation. All filter elements only guaranteed under operating scope.
3Ordering Example: AH High efficiency oil removal filter with a max. capacity of 30Nm /min, internal auto drain and differential

                               pressure gauge. would be configured as : MJL-AH-200L-D-G. A-NL1E for element model. (Equip with “D” or ”G”. MJF

                               series model number printed on name plate without -D-G, MJL series model number with -D-G)
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Specification

Dimensions (Grade)-10F~(Grade)-1250L

Ported

Series

Flanged

Filter model
Dimension (mm) N.W.

Model×Q'ty

Max. capacity Connection Oper.
pressure

Replacement
element

Ported: Aluminum housing
Flanged: Carbon steel body

Pleated filter element
(4 layers)

Manual drain valve

MJF / MJL 
HIGH EFFICIENCY COMPRESSED AIR FILTER

MBS / MCS / MBD Automation control systems

MBS—03—2—J—3—D—AC110—T

MBD—06—2—V—3—Y—D—AC110—T

FIG.

FIG.
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MBD-06

MBD-08

MBD-09

MBD-10

MBD-15

1~2.4 
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1.6~10 

1.6~10 

1.6~10 
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1.6~3.5
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1.6~3.5

2.5~5.5

2.5~5.5

03: 1/8
06: 1/4

06: 1/4
09: 3/8
08: 1/4
10: 3/8
15: 1/2

1,2,3,4,5

1,2,3,4,5

N: NBR
J: EPDM
V: Viton
T: Teflon

N: NBR
V: Viton

□: Din
D: Led
G: 1/2" NPT
Y:  #2 Wires 

: None□
: Y TypeY 

DIGITAL CONDENSATION REMOVAL TIMER

General description
The Digital Condensation Removal Timer is a compact, 

modular timer valve combination specifically designed 

for air line condensation removal. This digital timer is 

compatible with MBS/MCS/MBD series valve size to 

obtain an optimal system.

This device easily programmed by two press-keys and 

a LCD display.

Order example

MODEL

MODEL

Valve type Orifice (mm)

Specification

Bore size

Off 0~99 mins.

On 0~59 sec.

Time ranges:

Digital display Count down ON and OFF times.

Reset timing: Press both buttons simultaneously for 2 seconds

                      (Reset timing only. Settings will remain the same.)

Time adjustment
1. Press SET for 2 seconds

2. Press ADJ to adjust ON time

3. Press SET 

4. Press ADJ to adjust OFF time 
seconds

5. Press SET

6. Press ADJ to adjust OFF time 
minutes

7.Press SET

 Timer is water and dust protected to IP65 when 

installed properly to a coil and connector with provided 

M3 screw.

 See manual for all operation options.

Notes

BORE SIZE 

COIL

COIL

Bigger3: 

3: #3
4: Standard coil
5: Bigger

 TIMER 

 TIMER 

SEAL MAT'L

SEAL MAT'L

PLUG

STRAINER

VOLTAGE

AC220V(50/60)Hz
V(50/60)HzAC110

VOLTAGE

AC220V(50/60)Hz
V(50/60)HzAC110

□: Din
D: Led
G: 1/2" NPT
O: None

PLUG

※ MBS specifications please refer to page 2-3.

MCS—06—2—J—4—D—AC110—T

FIG.

06: 1/4               
10: 3/8
15: 1/2
20: 3/4

1,2,3,4,5,
6,7,8,9

N: NBR
J: EPDM
V: Viton
T: Teflon
R: RUBY
Z: FFKM

□: Din
D: Led
G: 1/2" NPT
Y:  #2 Wires 

MODEL

BORE SIZE 

COIL
4: Standard coil
5: Bigger

 TIMER 
SEAL MAT'L

PLUG

VOLTAGE

AC220V(50/60)Hz
V(50/60)HzAC110

※ MCS specifications please refer to page 2-5.

BORE SIZE 

Installation SET ADJ

12:04
OFF ON

Reset

※1. If you select NBR seal coil 4, "N"、 "2" can be not shown.
※2. Bore size 06 and 09 can only apply with coil No.3. 

Bore size 08, 10 and 15 can only apply with coil No.4 and No.5. 

※ MBD specifications please refer to page 2-4.

(※1)

(※1)

(※1)

(※1)

(※1)

(※2)
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