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+0.03
 -0

+0.03
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+0.03
 -0

+0.03
 -0

+0.03
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T

3

3
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M5×0.8

M5×0.8

Rc1/8

M6×1.0

M8×1.25

M8×1.25

TT (Finger opening port)

TT (Finger closing port)

3-UU depth

P.C.D. MR (Mounting thread)

MCHK 
COMPACT TYPE 3-FINGER GRIPPER

MCHG-50
Work piece weight 1.3 kg (recom.) L=20mm

MCHG-64
Work piece weight 3 kg (recom.) L=25mm

MCHG-80
Work piece weight 5.3 kg (recom.) L=25mm

MCHG-100
Work piece weight 9 kg (recom.) L=32mm

Work piece weigh 25 kg (recom.) L=40mm

MCHG-160
Work piece weigh 15.5 kg (recom.) L=32mm

MCHG-125

※ With reference to the holding force, under the condition must be considered.

     Condition: friction coefficient, great acceleration impact is expected during work piece rotate.

※ Recommend: Select a type of arithmetic holding force that can produce 10 to 20 times for work piece weight.

Outside holding (    )

Inside holding (    )

Gripping force in relation to the holding position "L" at 0.6 MPa
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Outside holding

Inside holding

Outside holding

Inside holding

Outside holding

Inside holding

Outside holding

Inside holding

Outside holding

Inside holding

L(mm)Holding position

L

0.23 0.41 0.8 1.4 2.4

± 0.05 mm

50

8

64

12

80

16

100

20

125

26

MCHG

Body diameter (mm)

0.1~0.6 MPa

－10℃~＋60℃ (No freezing)

160

32

4.7

series

Features

Compact, yet rugged design enables high clamping force 

from the jaws.

Body manufactured from high tensile, anodised aluminum 

giving good resistance to corrosion.

Available with sensors.

Available with sprung loaded sensor plate.

Low overall height with long stroke on jaws.

Specification

Acting type

Medium

Operating pressure range

Ambient temperature

Stroke (mm)

Weight (kg)

Repeatability

Lubrication

Air

Double acting

Not required

Model

Order example

MCHG—50 M—OS

MODEL

50, 64, 80
100, 125, 160

BODY 
DIAMETER

M: Magnet

RH: Reed switch, RHN: NPN, RHP: PNP

Mechanical gripping
force safety device for
O.D. gripping even with 
a drop pressure

Sensor switch (※1)

MCHG 
LOWER HEIGHT OF THREE JAW GRIPPER

※1. RH specification, please refer to page 5-12.

※2. Maintenance: Re-Lubrication after appr. 1.5 million cycles 

recommended.
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MCHG-50 auto switch mounting 
groove position

Dimensions

MCHG-50

MCHG-64

MCHG-80

MCHG-100

MCHG-125

MCHG-160

MCHG-50

MCHG-64

MCHG-80

MCHG-100

MCHG-125

MCHG-160

50

64

80

100

125

160

39

47.6

56.5

65

76

95

26.5

32

42

52

65.5

85

  30.5

  38

  50

  62

  78.5

101

28

32

39.5

46

53.5

67

18

20

25

32

40
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12

13

16
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24

32

3
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5
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8.5

9

  3.5

  4

  5

  6

  8
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15
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26

32

41

55

5

5

6

8

8

10

14

17

23

27

30

40

8.2

10.2

12.2

14.2

16.2

20.2

  8.1

10

10

12

13.5

15.5

14.8

16.5

22

24

28.5

32.5

M3×0.5×7dp

M4×0.7×8dp

M5×0.8×9dp

M6×1.0×12dp

M6×1.0×12dp

M8×1.25×20dp

A B CC D E F G H I K

L M N1 N2

φ3.4 thru,7C/B×5dp P.C.D44

φ5.5 thru,10C/B×6dp P.C.D56

φ6.4 thru,11C/B×7dp P.C.D70

φ6.6 thru,11C/B×7dp P.C.D90

φ8.5 thru,15C/B×9dp P.C.D112

φ9 thru,15C/B×9dp P.C.D146

φ3×8dp

φ4×10dp

φ5×10dp

φ5×12dp

φ6×16dp

φ6×20dp

φ4

φ4

φ5

φ6

φ6

φ8

M5

M5

M5

Rc1/8

Rc1/8

Rc1/8

–

3

3

3
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3.5
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S TT U X Y ZRR QQ

C
Code

Model

Code

Model

Installation of sensor switch

RH

Sensor switch

AC/DC: 4~120V 

MCHG 
LOWER HEIGHT OF THREE JAW GRIPPER

Gripping force safety device

Operating pressure min.5 bars, max. 6.5 bars
Gripping force = pneum. gripping force + spring force.

φ50~φ160

Gripping force in relation to the holding position "L" at 0.6 MPa

-OS

MCHG-50-OS

MCHG-64-OS

MCHG-80-OS

MCHG-100-OS

MCHG-125-OS

MCHG-160-OS

50

64

80

100

125

160

 ─

  45

  58

  77

  97

128

─

5

5

5

5

5

19.2

25

30.5

32.5

37

46

  58.2

  72.6

  87

  97.5

113

141

A1 B1 D1 E1C1
Code

Model

2 E1

D1

C1

φ
A

1

φ
B

1

Gripping force safety device for O.D gripping, even with a drop in pressure. 

MCHG-80-OS Work piece weight 5.3 kg (recom.)
 L=25 mm

MCHG-50-OS
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L(mm)Holding position

Work piece weight 1.3 kg (recom.)
 L=20 mm

Outside holding

MCHG-64-OS Work piece weight 3 kg (recom.)
 L=25 mm
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MCHG-125-OS Work piece weight 15.5 kg (recom.)
 L=32 mm

MCHG-160-OS Work piece weight 25 kg (recom.)
 L=40 mm

MCHG-100-OS Work piece weight 9 kg (recom.)
 L=32 mm

(N
)

H
o

ld
in

g
 f

o
rc

e

(N
)

H
o

ld
in

g
 f

o
rc

e

(N
)

H
o

ld
in

g
 f

o
rc

e

L(mm)Holding position L(mm)Holding position L(mm)Holding position

Capacity / Dimensions 

Outside holding Outside holding

Outside holding

Outside holding

Outside holding

MCHG 
LOWER HEIGHT OF THREE JAW GRIPPER



3-RR

E

M

L

H

F
G

C
 m

in
.

C
C

 m
a

x.

3×2-QQ

N1N2

B2

φ
A

DYX

I 
m

in
.

H
7

K

3-U

2-TT

15° 15°

Z±0.02

2-S 

φ50~φ160

H7

1
2
°

36
°

4.3

40 ° 40 °

3

5.
75

1.
55

MCHG-50 auto switch mounting 
groove position

Dimensions
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MCHG-160
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M3×0.5×7dp

M4×0.7×8dp

M5×0.8×9dp

M6×1.0×12dp

M6×1.0×12dp

M8×1.25×20dp

A B CC D E F G H I K

L M N1 N2

φ3.4 thru,7C/B×5dp P.C.D44

φ5.5 thru,10C/B×6dp P.C.D56

φ6.4 thru,11C/B×7dp P.C.D70

φ6.6 thru,11C/B×7dp P.C.D90

φ8.5 thru,15C/B×9dp P.C.D112

φ9 thru,15C/B×9dp P.C.D146

φ3×8dp

φ4×10dp
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Installation of sensor switch

RH

Sensor switch

AC/DC: 4~120V 

MCHG 
LOWER HEIGHT OF THREE JAW GRIPPER

Gripping force safety device

Operating pressure min.5 bars, max. 6.5 bars
Gripping force = pneum. gripping force + spring force.

φ50~φ160

Gripping force in relation to the holding position "L" at 0.6 MPa

-OS

MCHG-50-OS

MCHG-64-OS

MCHG-80-OS

MCHG-100-OS

MCHG-125-OS

MCHG-160-OS

50

64

80

100

125

160

 ─

  45

  58

  77

  97

128

─

5

5

5

5

5

19.2

25

30.5

32.5

37

46

  58.2

  72.6
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A1 B1 D1 E1C1
Code

Model

2 E1

D1

C1

φ
A

1

φ
B

1

Gripping force safety device for O.D gripping, even with a drop in pressure. 

MCHG-80-OS Work piece weight 5.3 kg (recom.)
 L=25 mm

MCHG-50-OS
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L(mm)Holding position

Work piece weight 1.3 kg (recom.)
 L=20 mm

Outside holding

MCHG-64-OS Work piece weight 3 kg (recom.)
 L=25 mm
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MCHG-125-OS Work piece weight 15.5 kg (recom.)
 L=32 mm

MCHG-160-OS Work piece weight 25 kg (recom.)
 L=40 mm

MCHG-100-OS Work piece weight 9 kg (recom.)
 L=32 mm
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Capacity / Dimensions 

Outside holding Outside holding

Outside holding

Outside holding

Outside holding

MCHG 
LOWER HEIGHT OF THREE JAW GRIPPER



φ50~φ160

MCHG-50

MCHG-64

MCHG-80

MCHG-100

MCHG-125

MCHG-160

─
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8.5
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5

5

6
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  3.5

  4

  5

  6

  8

11

2

2.5

3

3

3.5

4

  8

10.2

12.2

14.2

16.2

20.2

─

4.5

5.5

5.5

5.5

6.5

φ3.4

φ4.5

φ5.5

φ6.6

φ6.6

φ9

4

4

5

6

6

8

L1 L2 L3 L4 L5 L6 L7 L8 L9 L10
Code

Model

Application examples

MCHG-64~160 MCHG-50

Application examples

Finger blanks

8
3

12 ± 0.1

2
-0.3

3.5 ± 0.1

3f7

Width of groove

4
H7

L2 ± 0.1

L5 ± 0.1

L1
-0.6
-0.3L3

L9

L7
-0.3
-0.5

L4
f7

L8
+0.2

L6
-0.3

L10
+0.03
+0.01

slot breadth

38

44

55

70

85

100

12

14

14

20

20

25

25

25

25

25

25

25

5

5

5

6

6

6

Q1 Q2 R R1

Spring-packaged Pressure Plate

Q
1

Q2
R1

R

R1

3~5mm stroke

φ3.4

MCHG 
LOWER HEIGHT OF THREE JAW GRIPPER

80 150 240 400 540 1020 1880 3300 6200

±0.01 mm

Not required

120 60

16 25 32 40 50 63 80 100 125

MCHG2-16 MCHG2-25 MCHG2-32 MCHG2-40 MCHG2-50 MCHG2-63 MCHG2-80 MCHG2-100 MCHG2-125

Tube I.D. (mm)

Effective gripping 
force N (Ibf) at 
(0.5 MPa)

1.4(0.31) 4.2(0.94) 7.4(1.66) 11.8(2.65) 18.7(4.2) 33.5(7.5) 50(11.2) 75(16.9) 127(28.5) 

1.6(0.36) 4.7(1.06) 8.2(1.84) 13(2.9) 20.4(4.6) 35.9(8.1) 52.5(11.8) 78(17.5) 132(29.7) 

Features

Through holes in body enable simple mounting.

Body manufactured from high tensile, anodised aluminum 

giving good resistance to corrosion.

Available with sensors.

Specification

0.2~0.6

4 6 8 8 12 16 20 24 32Stroke (mm)

Double acting

Medium

Operating pressure (MPa)

Weight (g)

Repeatability

Max. operating frequency(c.p.m)

Lubrication

※Values for 16 to 25 are with gripping point L=20mm, for 32 to 63 with gripping point L=30mm, and for 80 to 125 with gripping point L=50mm, Refer to the 

“Effective Holding force” data on pages 5 through 6 for the gripping force at each gripping position.

Open and closed diameter values apply for external gripping of work pieces.

Order example

MCHG2—16 M 

16
25
32
40
50
63
80

100
125

MODEL TUBE I.D.

series

－10~＋60℃ (No freezing)

Model

Ambient temperature

Acting type

External

Internal

Air

30

0.1~0.6

M: Magnet

AUTO SWITCH TYPE

NUMBER of
AUTO SWITCH

RT × 1

perpendicular in-line style

RTV

RTNV

RTPV

RT RK

RTN RKN

RTP RKP

Reed switch

NPN

PNP

for φ32~125

for φ16~25

Auto switch type

※ RT specification, please refer to page 5-14.

(※)

MCHG2 
LOWER HEIGHT OF THREE JAW GRIPPER
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