
20 32

series

MDON — 32 — 100 — A — LB — Y 

5 MPa

3.5 MPa

-10~＋60 ℃ (No freezing)
MDOC

MDOA

MDON

MDOD

MDOC

MDOA

MDOD

MDON

(Only for MDON model)

Blank: Standard type
A: Adjustable 25mm
B: Adjustable 50mm

MDO*

0.5~300 mm/sec

FB

LB

Y

I

FA

LN01G

Features

Model

Tube I.D. (mm)

Power fluid

Proof pressure

The range of pressure 

The range of temperature

Material of cylinder barrel

Sensor switch (※)

Speed range 

Specification

Filtered oil

Stainless steelAnodised aluminum

Hydraulic cylinder with magnetic piston allows sensors to be used.

Large range of mounting accessories.

Adjustable stroke available.

Magnetic as standard.

Double acting hydraulic cylinders

Pivot type

Front nose mounting type

Double end rod type

Adjustable forward stroke type

Order example

MODEL TUBE I.D. STROKE
ADJUSTABLE

STROKE

MOUNTING TYPE

LA

※ LN01G specification, please refer to page 5-16.
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φ20

φ32

–

●

–

●

●

●

●

●

●

●

●

●

●

●

●

●

●

●

A

A

B

B

φ12φ20

φ32 φ16

BA

25 50 75 100 125 150 200 250 300

3.53.02.52.01.51.00.5
1099

704

2475

1771

942

603

2121

1518

785

503

1768

1265

628

402

1414

1012

471

302

1061

759

157

101

354

253

314

201

707

506

314

201

707

506

A

B

D E E

Standard stroke Unit: mm

Tube I.D.

Note: May to order of unstandard stroke.

Unit: NTheoretic force
(MPa)Operating pressureTube I.D.

(mm)
Rod
(mm)

Area
2(mm )

The method of calculation (Hydraulic cylinders' force)

F = P × A － f

F: Cylinders' force (N)

P: Operating pressure (MPa)

2A: Piston area (mm )

f: Friction drag (N)

Installation of sensor switchs

LN01H

LN01G

28

33

40.5

49.5

7

7

22

22

B

20

32

DA ESensor switchTube I.D.

Standard stroke φ20,φ32MDO* 
HYDRAULIC WITH PISTON SENSING CYLINDER
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MDON — 32 — 100 — A — LB — Y 

5 MPa

3.5 MPa

-10~＋60 ℃ (No freezing)
MDOC

MDOA

MDON

MDOD

MDOC

MDOA

MDOD

MDON

(Only for MDON model)

Blank: Standard type
A: Adjustable 25mm
B: Adjustable 50mm

MDO*

0.5~300 mm/sec

FB

LB

Y

I

FA

LN01G

Features

Model

Tube I.D. (mm)

Power fluid

Proof pressure

The range of pressure 

The range of temperature

Material of cylinder barrel

Sensor switch (※)

Speed range 

Specification

Filtered oil

Stainless steelAnodised aluminum

Hydraulic cylinder with magnetic piston allows sensors to be used.

Large range of mounting accessories.

Adjustable stroke available.

Magnetic as standard.

Double acting hydraulic cylinders

Pivot type

Front nose mounting type

Double end rod type

Adjustable forward stroke type

Order example

MODEL TUBE I.D. STROKE
ADJUSTABLE

STROKE

MOUNTING TYPE

LA

※ LN01G specification, please refer to page 5-16.
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Standard stroke Unit: mm

Tube I.D.

Note: May to order of unstandard stroke.

Unit: NTheoretic force
(MPa)Operating pressureTube I.D.

(mm)
Rod
(mm)

Area
2(mm )

The method of calculation (Hydraulic cylinders' force)

F = P × A － f

F: Cylinders' force (N)

P: Operating pressure (MPa)

2A: Piston area (mm )

f: Friction drag (N)

Installation of sensor switchs

LN01H

LN01G

28

33

40.5

49.5

7

7

22

22

B

20

32

DA ESensor switchTube I.D.

Standard stroke φ20,φ32MDO* 
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20 20

32 32

MDOSK20 - Including No.8,9,10,11,12

MDOSK32 - Including No.8,9,10,11,12

MDODSK20 - Including No.6,7,8,9,10

MDODSK32 - Including No.6,7,8,9,10

MDOSK MDODSK

1

2

3

4

5

1

2

3

4

6

7

8

9

10

5

6

7

8

11

12

13

9

10

11

1

1

1

1

1

2

1

1

1

1

1

1

1

2

2

2

2

2

2

1

1

2

1

1

79110 811827 9 45 163 5 6

5 3 10 12 13 10 7 114 68 111 9 2

φ20,φ32Inside structure & Parts list

How to order the seal kit

Tube 
I.D.

Tube 
I.D.Seal kit Seal kit

Parts list

Rod cover

Head cover

Piston

Piston rod

Cylinder tube

Part nameNo. No. Part name Part nameQuantity Quantity

Oilless bearing

Nut

Dust wiper

Rod packing

Piston packing

Cylinder gasket

Piston gasket

Magnet

Parts list

No.Quantity

Part nameNo. No. Part name Part nameQuantity QuantityNo.Quantity

Rod cover

Piston

Piston rod

Cylinder tube

Oilless bearing

Dust wiper

Rod packing

Piston packing

Cylinder gasket

Piston gasket

Magnet

MDOA / MDOC

MDOD

MDO* 
HYDRAULIC WITH PISTON SENSING CYLINDER

φ20

φ32

M22×1.5

M30×1.5

Rc1/8

Rc1/4

M10×1.25

M14×1.5

AM BE BF CD D DF EE EX EW G KU KV KX L L1 MM WF XC Z1 ZB ZM ZZKK

20

28

20

25

10

12

28

38

8

15

25

35

12

20

16

20

10

14

27

41

17

22

15

17

25

32

12

16

28

40

130

159

87

102

160

202

143

182

183

238

ZB+stroke

XC+stroke

EW

EX

LG

Z1+stroke

B
E

φCDL1

GBF

WFAM

KV 2-EE

φ
M

M

K
K

B
E

KX KU

φ
D

φ
D

DF

2Z1+stroke

Z1+stroke

ZZ+2×stroke

ZM+2×strokeAM

φ20,φ32Dimensions

Code

Tube I.D.

MDOD

MDOA

MDOC

MDO* 
HYDRAULIC WITH PISTON SENSING CYLINDER



20 20

32 32

MDOSK20 - Including No.8,9,10,11,12

MDOSK32 - Including No.8,9,10,11,12

MDODSK20 - Including No.6,7,8,9,10

MDODSK32 - Including No.6,7,8,9,10
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1

2

1

1

79110 811827 9 45 163 5 6

5 3 10 12 13 10 7 114 68 111 9 2

φ20,φ32Inside structure & Parts list

How to order the seal kit

Tube 
I.D.

Tube 
I.D.Seal kit Seal kit

Parts list

Rod cover

Head cover

Piston

Piston rod

Cylinder tube

Part nameNo. No. Part name Part nameQuantity Quantity

Oilless bearing

Nut

Dust wiper

Rod packing

Piston packing

Cylinder gasket

Piston gasket

Magnet

Parts list

No.Quantity

Part nameNo. No. Part name Part nameQuantity QuantityNo.Quantity

Rod cover

Piston

Piston rod

Cylinder tube

Oilless bearing

Dust wiper

Rod packing

Piston packing

Cylinder gasket

Piston gasket

Magnet

MDOA / MDOC

MDOD

MDO* 
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φ20

φ32

M22×1.5

M30×1.5

Rc1/8

Rc1/4

M10×1.25

M14×1.5

AM BE BF CD D DF EE EX EW G KU KV KX L L1 MM WF XC Z1 ZB ZM ZZKK

20

28

20

25

10

12

28

38

8

15

25

35

12

20

16

20

10

14

27

41

17

22

15

17

25

32

12

16

28

40

130

159

87

102

160

202

143

182

183

238

ZB+stroke

XC+stroke

EW

EX

LG

Z1+stroke

B
E

φCDL1

GBF

WFAM

KV 2-EE

φ
M

M

K
K

B
E

KX KU

φ
D

φ
D

DF

2Z1+stroke

Z1+stroke

ZZ+2×stroke

ZM+2×strokeAM

φ20,φ32Dimensions

Code

Tube I.D.

MDOD

MDOA

MDOC

MDO* 
HYDRAULIC WITH PISTON SENSING CYLINDER



φ20,φ32Adjustable stroke / Dimensions 

ZZ+2×stroke

MA

M
I

MB

stroke AN

H+行程

BG

MS

ML

WF

BF

AM

K
K

M
M

B
E

DF

2-EE

ZZ+2×stroke

MA

M
I

MB

stroke AN

H+stroke

BG

MS

ML

WF

BF

AM

K
K

M
M

B
E

DF

2-EE

φ20

φ20

φ32

φ32

M22×1.5

M30×1.5

M22×1.5

M30×1.5

M10×1.25

M14×1.5

M10×1.25

M14×1.5

AM

AM

BE

BE

BF

BF

DF

DF

EE

EE

MM

MM

WF

WF

ZZ

ZZ

KK

KK

20

28

20

28

20

25

20

25

8

15

8

15

12

16

12

16

28

40

28

40

AN

AN

BG

BG

H

H

MA

MA

MB

MB

MI

MI

ML

ML

MS

MS

73

73

25

30

25

30

106

113

27

32

27

32

10

10

10

10

29

44

29

44

72

72

60

62

241

283

G1/8

G1/4

G1/8

G1/4

48

48

81

88

47

47

35

37

216

258

(A: Adjustable stroke 25mm)

(B: Adjustable stroke 50mm)

Code

Tube I.D.

Code

Tube I.D.

MDON

MDON

MDO* 
HYDRAULIC WITH PISTON SENSING CYLINDER

LA

LB

FA

FB

E

E

FB

FB

MF

MF

R

R

TF

TF

UF

UF

W

W

ZF

ZF

φ20

φ20

φ32

φ32

38

50

38

50

22

31

28

40

7

7

7

7

115

142

121

151

6

9

6

9

21

33

21

33

51

55

51

55

68

72

68

72

φ20

φ20

φ32

φ32

AB

AB

AT

AT

AU

AU

TR

TR

US

US

XS

XT

AX

AX

NH

NH

SA

SB

63

72

121

142

17

20

17

20

40

40

40

40

54

55

54

55

40

55

11

20

25

30

25

30

7

7

7

7

5

5

5

5

25

35

25

35

W

ZF+stroke

MF

ER

UF

TF

4-φFB

W

ZF+stroke

MF

ER

UF

TF

4-φFB

AUSA+strokeXSUS

A
TTR AX

N
H

4-φAB

US

AU

SB+strokeXT

A
TTR AX

N
H

4-φAB

φ20,φ32

Code

Tube I.D.

Code

Tube I.D.

Code

Tube I.D.

Code

Tube I.D.

Mounting accessoriesMDO* 
HYDRAULIC WITH PISTON SENSING CYLINDER



φ20,φ32Adjustable stroke / Dimensions 

ZZ+2×stroke

MA

M
I

MB

stroke AN

H+行程

BG

MS

ML

WF

BF

AM

K
K

M
M

B
E

DF

2-EE

ZZ+2×stroke

MA

M
I

MB

stroke AN

H+stroke

BG

MS

ML

WF

BF

AM

K
K

M
M

B
E

DF

2-EE

φ20

φ20

φ32

φ32

M22×1.5

M30×1.5

M22×1.5

M30×1.5

M10×1.25

M14×1.5

M10×1.25

M14×1.5

AM

AM

BE

BE

BF

BF

DF

DF

EE

EE

MM

MM

WF

WF

ZZ

ZZ

KK

KK

20

28

20

28

20

25

20

25

8

15

8

15

12

16

12

16

28

40

28

40

AN

AN

BG

BG

H

H

MA

MA

MB

MB

MI

MI

ML

ML

MS

MS

73

73

25

30

25

30

106

113

27

32

27

32

10

10

10

10

29

44

29

44

72

72

60

62

241

283

G1/8

G1/4

G1/8

G1/4

48

48

81

88

47

47

35

37

216

258

(A: Adjustable stroke 25mm)

(B: Adjustable stroke 50mm)

Code

Tube I.D.

Code

Tube I.D.

MDON

MDON

MDO* 
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LA

LB

FA

FB

E

E

FB

FB

MF

MF

R

R

TF

TF

UF

UF

W

W

ZF

ZF

φ20

φ20

φ32

φ32

38

50

38

50

22

31

28

40

7

7

7

7

115

142

121

151

6

9

6

9

21

33

21

33

51

55

51

55

68

72

68

72

φ20

φ20

φ32

φ32

AB

AB

AT

AT

AU

AU

TR

TR

US

US

XS

XT

AX

AX

NH

NH

SA

SB

63

72

121

142

17

20

17

20

40

40

40

40

54

55

54

55

40

55

11

20

25

30

25

30

7

7

7

7

5

5

5

5

25

35

25

35

W

ZF+stroke

MF

ER

UF

TF

4-φFB

W

ZF+stroke

MF

ER

UF

TF

4-φFB

AUSA+strokeXSUS

A
TTR AX

N
H

4-φAB

US

AU

SB+strokeXT

A
TTR AX

N
H

4-φAB

φ20,φ32

Code

Tube I.D.

Code

Tube I.D.

Code

Tube I.D.

Code

Tube I.D.

Mounting accessoriesMDO* 
HYDRAULIC WITH PISTON SENSING CYLINDER



Mounting nut

I connector

Y connector

Mounting nut

Type Y - M10×1.25 Type Y - M14×1.5

Type I - M10×1.25 Type I - M14×1.5

Type N - M10×1.25 Type N - M14×1.5

Type N - M22×1.5 Type N - M30×1.5B

10

φ
1

0

2
0

M10×1.25

5
2

4
0

□20

1
0

φ23

1
5

5
7

M14×1.5

4
5

2
0

14

31.5

2
5

□25

1
2

5
2

M10×1.25

1
3

4
0

φ1010

2
0

□19

φ17

1
3

5
7

φ23

1
5

M14×1.5

4
5

φ1014
2

8

□25.4

617

M10×1.25

22

M14×1.5

8

627

M22×1.5

7
41

M30×1.5

φ45

5 2

φ20,φ32 Accessories

Pin (Extra purchase)

MDO* 
HYDRAULIC WITH PISTON SENSING CYLINDER

32 40

Rotating shaft dia. (mm)

series

MRPH—40—90

3.5 MPa

-10~＋60℃ (No freezing)

MRPH

MRPH

2824

12 kg

LN01P

20 kg

90±5°, 180±5°

R
P
H
 3

2

RPH 40

1

2

3

50

M
P

a

100

○ × × △ △

Oil volume per

29

52

54

100

Unit: ml

90° 180°

32

40

  90: 90°
180: 180°

32
40

Features

Specification

Model

Tube I.D. (mm)

Standard rotation 

Initial position of slot  (mm) See dimensional feature

Medium Filtered air with or without lubrication

Operating pressure range

Ambient temperature

Max. allowable axial thrust

Sensor switch (※)

TUBE I.D. ROTATIONMODEL

Order example

Output torque table

  N.mTorque moment

p
re

s
s
u

re

Kind of fluid

Petroleum -
based fluid

Water -
glycol fluid

Phosphate -
ester fluid

Water in oil
fluid

Oil in water
fluid

Note. ○allowable  ×unallowable  △consult us

Tube I.D.

Rotary angle

Compact body manufactured from anodised aluminum.

Functional design with clean appearance.

Rotation angle can be adjusted via screw.

Male pivot gear 

※ LN01P specification, please refer to page 5-17.

MRPH
HYDRAULIC ROTARY ACTUATOR
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