
MSR* /  MEF300 series

Specification

PLASTIC SILENCER / EXHAUST CLEANER

Exhaust Cleaner Order example
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Centralised unit for 

collecting and cleaning 

exhausted air.

Features

0~60℃

0~0.9 MPa

Air

Operating pressure range

Medium

Ambient temperature

MSR*Model

Order example

MSR01W — S

MODEL
01: R1/8
02: R1/4
03: R3/8

S: S type
B: B type

Blank: Black
W: White
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MSLE — 01 — 70

01: R1/8
02: R1/4
03: R3/8
04: R1/2
06: R3/4
06D: R3/4 (Double layer)
08: R1

70: 70μ

PORT SIZE PORE SIZE

Porous polyethylene moulded body allows high flow with low 

noise.

Wide range of connecting threads available to screw into 

exhaust port of control valve.

High noise reduction.

C

B

φ
A MSLE-04-70 means a  R1/2  silencer  with 70μ porous body.

MSLE-06D-70  means a R3/4 double layer silencer with 70μ porous 

body.

Port size out of specification is also available.

PLASTIC SILENCER

MSLE series

Order example

MODEL

Ambient temperature

Medium

Operating pressure range

Air

Model
Code

Specification

Features

■  Significant noise reduction & high air flow

With double layer design, significant noise reduction and 

high air flow can be achieved at the same time.

■  Easy installation

With different adapter, silencers screw directly to the 

exhaust port.

■  High working pressures

Working pressures up to 1 MPa.

■  Chemical resistance

High chemical resistance & Rust free.

■   Maintenance free

Oil and water are not able to affect polyethylene silencers.

Model MSLE
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