
Cv
Orifice
(mm)

41

41

41

41

41

41

53

53

53

53

Rc1/8"

Rc1/4"

Rc1/4"

Rc1/4"

Rc1/4"

Rc1/4"

Rc3/8"

Rc3/8"

Rc3/8"

Rc3/8"

MUD-6

MUD-8

MUD-8

MUD-8

MUD-8H

MUS-8

MUD-10

MUD-10

MUD-10H

MUS-10

63

63

63

63

63

63

75

90

75

75

21

21

21

21

21

21

48

48

48

48

23

23

23

23

23

23

20

20

20

20

19.3

19.3

19.3

19.3

19.3

19.3

21

21

21

21

0.23

0.23

0.58

0.79

0.18

0.23

0.58

0.79

0.45

0.58

2.5

2.5

4

6

1.2

2.5

4

8

2

4

0~0.7

0~0.7

0~0.3

0~0.1

0~2

─

0~1

0~0.3

0~2

─

0~0.7

0~0.7

0~0.3

0~0.1

0~2

─

0~1

0~0.5

0~2

─

0~0.7

0~1

DIN

MUD-6-NO

MUD-8-NO

MUD-8-NO

MUD-8-NO

MUD-8H-NO

MUD-10-NO

Rc1/8"

Rc1/4"

Rc1/4"

Rc1/4"

Rc1/4"

Rc3/8"

0.23

0.23

0.58

0.79

0.18

0.58

2.5

2.5

4

6

1.2

4

0~0.7

0~0.7

0~0.3

0~0.1

0~2

0~1

0~0.7

0~0.7

0~0.3

0~0.1

0~2

0~1

0~0.7

0~0.7

0~0.7

0~0.7

0~2

0~0.7

0~10   Torr

0~10   Torr

0~10   Torr

0~10   Torr

0~10   Torr

       ─

0~10   Torr

0~10   Torr

0~10   Torr

       ─

－3

－3

－3

－3

－3

－3

－3

－3

0~10   Torr

0~10   Torr

0~10   Torr

0~10   Torr

0~10   Torr

0~10   Torr

－3

－3

－3

－3

－3

－3

41

41

41

41

41

54

81

81

81

81

81

106

21

21

21

21

21

48

0.3

0.3

0.3

0.3

0.3

0.3

0.6

0.8

0.6

0.6

0.4

0.4

0.4

0.4

0.4

0.7

─

─

─

─

─

─

─

─

─

─

─

─

─

─

─

─

─

─

─

─

─

─

─

─

D L1 D1HL

Dimensions (mm)

23

23

23

23

23

20

19.3

19.3

19.3

19.3

19.3

21

M

M4×0.7

M4×0.7

M4×0.7

M4×0.7

M4×0.7

M4×0.7

M5×0.8

M5×0.8

M5×0.8

M5×0.8

M4×0.7

M4×0.7

M4×0.7

M4×0.7

M4×0.7

M5×0.8

Specification

Caution

Not for fluid of

NBR, Viton, Silicon , PTFE

NBR , PTFE

Fixed steel

Spring

Tube

Coil

Disc

Body

Parts name Material

Forge brass

Special copper wire (H)

Stainless steel

Stainless steel

Special st. steel

Plug

2/2 N.C.

2/2 N.O.

MUD
MUS

□: NBR
V: Viton
S: Silicon
P: PTFE( 1) ※

MUD / MUS  series 

Order example

MODEL VOLTAGE

AC220V(50/60)Hz
AC110V(50/60)Hz

DC24V

SEAL MAT'L

Material

※ The pressure ratings indicated above are based on AC110V/220V. The maximum pressure may vary in case on DC/AC24V.

PORT THREAD
Blank: Rc thread
G: G thread
NPT: NPT thread

D3

D2

D1

H

D3

D2

D1

H

D3

D2

D1

H

Type

Dimension
(mm)

Model

XL type L type M type S  type

D3

D2

D1

H

D1 D1 D1 D1D2 D2 D2 D2D3 D3 D3 D3 HHHH

φ60.7 φ42.3 φ42.5 φ37.3φ20.8 φ11.6 φ16.5 φ14.2φ63.2 φ44.4 φ44.4 φ37.553.1 42.1 34.4 29.2

MUS-15~50 / MUW-35~50(+NO)  
MSUW-35~50 / MUW-35~100F 
MUS-35~100F / MUSF-NO 

MUW-25 / MUD-10~15  
MSUW-25

MUS-10(+NO) / MUD-10(+NO)
MUD-10H / MUW-10~20(+NO)
MSUW-15~25(+NO) / MUA-10
MUW35-1~50-1  
MUPS-15~25(+NO)
MSUS-15~50(+NO)
MSUS-10(+NO) 

MUD-6(H)~8(H) / MUD-6-NO 

MUA-8-NO / MUS-6~8(+NO) 
MSUS-6~8(+NO)

Type

Dimension
(mm)

Model

Waterproof coil

D D D DL L L LH H H H

φ14.1 φ16.6 φ16.3 φ14.650.5 56.6 82 71.132.4 38 49.3 47.2

MUD-6(H)~8(H) 
MUA-8 / MUS-8

DIN NASS (EEx mll T4)

S type M type AC DC

L

H

D

H

D

L

D

H

L

D

H

L

D1

H

38φ16.3φ55.8 97

D D1 L

MUW-10~25(+NO)
MUA-10 / MUPS-15~25
MUW-35-1~50-1
MSUW-15~25(+NO)
MSUS-15~50

MUS-10 / MUD-10(H) / MUW-10~25(+NO)
MSUW-15~25(+NO) / MUW-35-1~50-1(+NO)
MUA-10 / MUPS-15~25 / MSUS-15~50 
MUAO-8~15 / MUDC-8~15 / MUDC-TF-8~15

MUW-10~25
MSUW-15~25
MUPS-15~25
MSUS-15~25 

D

L

H

MU*    Coil

SOLENOID VALVE (PIPELINE TYPE)

－5~＋80℃

－5~＋80℃

－5~＋80℃

－5~＋80℃

－5~＋130℃

－5~＋185℃

－5~＋80℃

－5~＋80℃

－5~＋130℃

－5~＋185℃

－5~＋80℃

－5~＋80℃

－5~＋80℃

－5~＋80℃

－5~＋130℃

－5~＋80℃

Light oil/ GasWater Air Steam

NC

NO

Pipe 
size

Fluid
temp Vacuum

Model
Max. operating pressure diff. MPa Weight

(kg)

  6: 1/8"
  8: 1/4"
10: 3/8"

PIPE
SIZE

□: Standard type
 H: High pressure type

OPERATING 
PRESSURE 

□: Special copper
      wire
 D: DIN

COIL

D
1

L12-M

L

D

H

L

D

H

MUD/MUS-6,8

MUD/MUS-10

※1. Only for MUS type
※2. Note, if diesel fuel or gasoline.

□: Normally closed
NO: Normally open

FLUID
□:  Water, Air
G:  Gas

O:  Light oil ( 2)※
VA:  Vacuum

T:  Steam ( 1) ※
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